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STARTING AND PERFORMANCE CHARACTERISTICS OF A LARGE ASYMMETRIC
SUPERSONIC FREE~JET FACILITY

By Ferris L. Seashore and Herbert G. Hurrell

SUMMARY

An asymmetric free-jet facility, for which the design Mach num-
ber was 2.755, was constructed for the investigation of a 48-inch-
diemeter ram-jet engine and the associated asymmetric supersonic inlet
and inlet diffuser. Prior to beginning the rem-jet investigation, the
starting and performence characteristics of the free-Jjet facllity were
evaluated. The following range of conditions covered the facility per-
Pormance Investlgation: supersonic nozzle-inlet total pressures from
1616 to 2900 pounds per square foot sbsolute, corresponding to air flows
of 100 to 180 pounds per second, respectively, and supersonic nozzle-
inlet temperatures from 425° to 545° F. The conditions for the starting
investigation covered a higher renge of inlet-air pressures and humid-
ities and lower inlet-air temperatures.

The design flow could not be established in the Mach 2.755 asymmet-
ric nozzle with dry air at the design temperature of 528° F even though
an over-all pressure ratio of 11 was used. It was found that by using
low-temperature air with high moisture content it was possible to attaln
the deslign flow with an over-all pressure ratlo as low as 5; however, it
was necessary to operate the facility at & pressure ratio of about 6 when
dry air at the design temperature of 528° F was used.

The facility performance investigation showed the free-jet flow to
be sufficiently uniform in velocity and flow angle to satisfactorily
simulate the internel flow of the supersonic inlet, the inlet diffuser,
and the 48-inch ram-Jet engine. The average weighted Mach number of the
inlet capture area was 2.765. The Mach number varied from -0.3 to 2.7
percent of the design Mach number of 2.755. The maximum angle of flow
deviation was +1.7°.

TNTRCDUCTION

The performance of ram-jet engines at high Msch numbers may be
obtained from flight, supersonic wind-tunnel, direct-connect, and free-jet
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testing. Flight testing, of course, gives exact simulation of both in-
ternal and external flows; but this type of investigation is not always
adequate because of instrumentation difficulties, short testing time,

and the risk of engine loss. The supersonic wind tunnel provides excel-
lent simulation of internal and external flows, but the cost would be
great for a high Mach number wind btunnel which could asccomodate large
engines. The direct-connect method of testing, in which air is piped
directly to the engine st pressures and temperatures corresponding to
flight operation and thus provides a partisl simulation of the internal
flow, is relatively inexpensive, convenient, and useful for some types

of combustor tests; but this type of testing may not give the right flow
distribution at the combustor inlet if operation in conjunction with a
given diffuser is desired. The free-Jet method of testing provides good
slmuletion of internal-flow condltions at a fraction of the cost of a
supersonic wind tunnel and 1is satisfactory if it is not necessary to simu-
late external flow or (in most cases) subcritical flow. Therefore,
information on the starting and performence chareacteristics of free-jet
fecilities is of interest to those engaged in the development of ram-jet
engines.

In the free-Jet facillty, in order that flow conditions be properly
simulated at the supersonic inlet of the ram jet, it is necessary that
the air flow through the supersonic nozzle be greater than that required
by the engine; thus the air-flow requirements are high for large engines.
In addition, high pressure ratlos are required to establish the supersonic
Jet. In order to permit operation over a meximum range of simulated
flight condltions within the air-flow and pressure-ratio limitations of
given air-handling equipment, therefore, the deslign of the fecllity it-
self must be aerodynamically correct and properly metched to the engine
and its flow requirements.

Several previous investigations of the design and performence of
free-jet facilities have been reported. TInvestigations of the design of
Jjet diffusers, the optimum free-jet nozzle size, snd the positioning of
the inlet with respect to the nozzle are reported in references 1 and 2.
The special problems associated with asymmetric free-jet facilities are
congidered in reference 2. An investigetion of a free-jet facllity large
enough for a 20-inch ram-jet engine is reported in reference 3. . N

The starting and performance characteristics of a large asymmetric
free-jet facility, with a design Mach number of 2.755, installed 1in an
altitude chamber of the NACA Lewis laboratory is the subject of this
report. The facility was constructed to permit simulation of internal-
flow conditions for an investigation of a 48-inch-diameter ram-~-jet
engine and the associsted asymmetrlc slide inlet and diffuser at zero
angle of ettack. Ap agsymmetric facllity was uged 1In order tc permit
proper simulation of flow conditions at the side inlet with the smellest
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possible supersonic free-jJjet nozzle and thus with the minimum air-flow
requirement. The facility permits simuletion of altltudes from about
60,000 to 81,000 feet as limited by the alr-handilng equipment.

A gpecial technique required to establish the design flow in the
facility is reported, and the over-azll pressure-ratioc requirements of
the facility and the performance of the supersonic nozzle and jet 4if-
fuser are presented.

SYMBOLS
The following symbols are used 1n this report:

M  Mach number

P total pressure, Ib/sq ft abs
P static pressure, lb/sq £t abs
T total temperature, OF

B Mach angle

v ratio of specific heats

6 stream flow angle

Subscripts:

a facllity exhaust chamber

b  boundaery layer

c Jet chamber

i supersonic inlet plane (1lip)

J supersonic-nozzle discharge plane
n supersonic-nozzle inlet

0 free stream

1 behind a normal shock
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DESCRIPTION OF FACILITY
General

The free-Jjet facllity was constructed by installing a supersonic _
nozzle and a jet diffuser 1n the l4-foot-diameter section of an altitude
chamber. A cutaway drawing showing the installation complete wilth super-
sonle nozzle, Jet diffuser, inlet diffuser, and the 48-inch-diameter ram-

Jet engine is presented in figure 1. Plan and elevation views of the
instaellation ere shown in figure 2.

Alr at the stagnatlion conditions corresponding to altitudes above
the tropopause and a flight Mach number of 2.76 was supplied to the
nozzle inlet by the laboratory alr system. Ailr driers in the compressed-
alr system lowered the moisture content of the air sufficilently to avoid
condensation shocks in the supersonic nozzle. The air was heated to the
proper nozzle-inlet tempersture by meane of gas-fired heat exchangers.
The use of heat exchangers permitted heating of the air without the con- _
temination common to direct-combustlion prehestors. The air flow leaving
the test chamber was handled by the laborstory exheuster equipment. A
water-spray apparetus was instelled in the inlet-air duct (downstream of
the heaters) for use in the starting investigation involving moist inlet
air. ¢

Supersonic Nozgzle — =

A gupersonic nozzle of semiclircular cross section with an exilt _ =
diameter of 66 inthes was used in the facility. The design Mach number
was 2.755. The size and shape of the nozzle resulted from the follow- L
ing conslderations: _ _ . _

(l) The nozzle was to be used in conJunction with a particular
supersonlc gide inlet which was approximately semicircular in cross
sectlon.

(2) Boundary-layer alr from the supersonic nozzle should not enter ~
the inlet.

(3) The alr-flow requirement of the facility should be a minimum
so that a maximum range of altitudes could be simulated. i
(4) A ratio of supersonic-nozzle exit area to inlet capture area
of 2.15 was indicated to be satisfactory (according to the results of _
ref. 2) to keep the facility pressure-ratio requirements within the o
pressure-ratio limitatlons of the air~handling equipment. ) o _
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The nozzle, exclusive of the boundary-leyer adjustment, was deslgned
by North American Aviation, Inc., with the aid of the method of charac-
teristics for the supersoniec portion. Adjustment of the nozzle coordi-
nates for boundary-layer growbth wes made at the NACA Lewls lsboratory
by using the method of reference 4 in the seme manner as described in
reference 3. Final smoothing of the adjusted coordinates by the method
of item differences (ref. 5) completed the nozzle design. The final
coordinates including the boundary-leyer adjustment are given in table I.

The completed nozzle, which was furnished by the U.S. Alr Force,
was about 20 feet long and weighed 20,000 pounds. The nozzle was fabri-
cated in six sections; flve semicircular sectlons were machined from
Meehanite castings and the sixth, a bellmouth section, was constructed
of 1/8-inch sheet steel. The "floor" of the machined portion was mede
in two pleces from l-inch sheet steel.

Jet Diffuser

The jet-diffuser design was based on information obtained from the
small-scale tests of reference 3. The faired inlet diffuser served as
the inner contour. The outer contour of the convergent-divergent Jet
diffuser was approximately semicircular in cross section and was fabri-
cated from sections of sheet steel. The throat of the Jet diffuser was
sized to glve a ratio of Jet-diffuser throet area to supersonic-nozzle
discherage erea minus the inlet capture area of 1.27. The Jet diffuser
was designed so that the ram-jet engine was accesgsible. A gection,
which is referred to as the jet chember, was placed between the super-
sonlic nozzle and the beginning of the Jet diffuser in order to provide
for a shadowgraph installation. This section was made large enough in
diameter to permit increaesing the Jjet-diffuser throat area i1f needed.

The inlet-diffuser mounting supports required failring to avoid
excegslve pressure losses in the Jet diffuser. The inlet diffuser was
supported from underneath by two I-beams running almost its entire
length. The supports at the upstreem end were enclosed in a wedge-
shaped fairing to minimize pressure losses. The air flow entering the
inlet was shilelded from disturbances from this wedge by the boundary-
layer scoop plate of the supersonic inlet. The floor-wedge instelletion
cen be seen in figure 1.

INSTRUMENTATION

Pregsure instrumentetion was installed at two locations near the
supersonic-nozzle exlt to survey the flow field. Rakes were installed
from the floor immedistely upstream of the inlet spike and from the cir-
cular portion of the nozzle a short dilstance ahead of the nozzle exit.

T OONT RO
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The rekes at these two stations were in place at different times. Pitot-
tube rakes were used to determine the Mach number distribution. Wedge-
type raekes were also used for an independent check on Mach number and

for determining the flow angle. In addition to these rakes, a boundary-
layer pitot-tube rake was instelled at both survey stetions in the super-
sonic nozzle. The position and detalls of the rakes are shown in

figure 3.

Other facillty pressure instrumentation included:
(1) Three pitot-tube rakes at the supersonic-nozzle inlet
(2) Wall static-pressure orifices in the supersonic nozzle

(2} The wall orifices were distributed longitudinally along
the top of the nozzle.

(b) Circumferential distribution of the wall orifices was
made at the throat and near the exit.

{3) Five wall static taps in the jet chamber distributed circum-
ferentially outside the Jet

(4) Wall etatic teps distributed longitudinally along the outer
contour of the Jet diffuser

(5) One wall static tap in the facility exhaust chamber

(6) A pitot=tube rake in the engine combustion chamber at the
exhaust-nozzle inlet

The pressures were indicaeted on menometers with flulds providing a
reading accuracy of gbout 1 percent and were recorded simultaneously by
photography. The total temperature of the air was measured with thermo-
couples mounted on the pressure rakes located at the entrance to the
supersonic free-jet nozzle.

Shadowgraph observation of flow conditions at the supersonic inlet
was made through photographic recordings and direct viewing from the
control room.

PROCEDURE

Calculation

Mach number values determined from the piltot-tube rakes were obtalned

from the expression
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The free-stream Mach number obtained from the wedge-rake survey was
determined from oblique-shock theory. The ratio of wedge static pres-~
sure to wedge total pressure was plotted for & range of Mach numbers
from 2.6 to 2.9 for a wedge included angle of 30°. The Mach number
obtained from the right and left static- to total-pressure ratios was
averaged to give the final Mach number. .

The angle of flow deviation obtalned from the wedge rakes was
determined from oblique-shock theory by plotting the wedge static- to
wedge total-pressure ratio against the average Mach number for constant
lines of flow angle 6 (ref. 6). Positive angles of flow were desig--
neted as the deviation to the left of the wedges and negative angles of
flow, to the right of the wedges, looking downstream.

Operating

All data for thls investigatlon were taken with no burning in the
ram-jet engine and with supercritical operation of the inlet diffuser.
The ranges of conditions over which the starting characteristics were in-
vestigated were:

(1) Nozzle-inlet total pressures from 1616 to 4080 pounds per square
foot absgolute

(2) Nozzle-inlet total temperatures from 68° to 528° F
(3) Humidities from 7 to 180 grains of water per pound of dry air

(4) Exhaust static pressures from 250 to 460 pounds per squasre foot
absolute

The starting pressure-ratio investigation was conducted in +the
following manner: (l) A range of inlet temperatures and humidities weas
obtained by spraying various amounts of water into the inlet-air duct-
ing upstream of the supersonic nozzle at geveral different air tempera-
tures. (2) The facllity pressure ratios for starting were established
by changing the supersonic-nozzle-inlet pressure and meinteining a con-
stant exhaust pressure for a given air filow.
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The ranges of conditions over which the faclllty performance inves-
tigation was evaluated were:

(1) Nozzle-inlet totel pressures from 1616 to 2900 pounds per
square foot

(2) Nozzle-inlet total temperatures from 425° to 545° F

(3} Nozzle air flows from 100 to 180 pounds per second

. 3205

(4) Humidities from 7 to 44 grains of water per pound of dry alr
(5} Over-all pressure ratios from 5.28 to 8.1

The facility performaence investigation was conducted as follows:
(1) The supply air to the facility was passed through the driers and
combustion-air heaters. (2) Water was sprayed into the inlet-air duct-
ing upstream of the supersonic-nozzle inlet at inlet-air total tempera-
tures Pfram about 90° to 300° F. (3) The inlet-air total pressures and
exhaust static pressures were varied to give the desired pressure ratios
at a particular air flow. (4) After the design flow had been established,
the water was shut down and the air temperature permitted to rise to
approximetely 528° F. '

PRESSURE-RATIO REQUIREMENTS OF FACILITY ' . -

Starting and Operating Techniques o
Tnitial attempts to establish the design flow in the free-jetl nozzle
were unsuccessful, except on two or three occagsions, even though over-
all pressure ratios as high as 11 were attained. Free-Jet nozzle wall
gtatic pressures, obtalned during an unsuccessful attempt, are shown iIn
figure 4(a) and verify that design flow had not been esteblished. In
general, the attempts to esteblish supersonic flow hed been mede with _
air heated to sbout 528° F and dried to a dew-point temperature from 5°
to 45° F (7 to 44 grains of water per pound of dry air); this air tem-
persture corresponds to the standard total tempersture for a flight Mach R
number of 2.76 at altitudes sbove the tropopause. The humidity wes se-
lected to avoid a condensation shock in the supersonic nozzle at the par-
ticular air temperature in accordance with the results of reference 7.
Jet-diffuser wall static pressures, measured during an unsuccessful
attempt to esteblish flow in the supersonic nozzle, are shown In figure ) B
4(b) and indicate that critical flow existed in the throat of the Jet B
diffuser. With these conditions existing, ilncreassed over-all pressure
ratio would not be expected to cause establishment of the design flow

Mol
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in the supersonic nozzle. In order to permit establishment of the flow,
therefore, eilther the area of the jet-diffuser throat must be increased
or some method must be used to lower the total-pressure losses upstream
of the Jet-diffuser throat.

An examination of the conditlons existing during the successful
starts revealed that the supersonic-nozzle inlet-air temperature was low
(approximately 300° F) and that the moisture content of the air was prob-
ebly sppreciably higher than that allowable for condensation-free flow at
this low temperature, according to reference 7. It was concluded that
these conditions of low temperature and relaetively high moisture content
had been beneficial in starting the flow. Consequently, a water-spray
system was installed In the upstreem air duct shead of the supersonic-
nozzle inlet. Successful starts were then obtalned by using moist, low-
temperature air before attaining the desired inlet conditions.

The effects of moisture and temperature on sterting and breakdown
ratios were investigated and the results are shown in figure 5. It was
found that the pressure ratios required to stert the flow were substan-
tially lowered by reducing the inlet temperature and increasing the
humidity. The resulte shown in figure 5 indicate & pressure ratio of
approximately S5 was sufgicient to start the flow with an inlet-alr tem-
perature of 200° to 300° F and & moisture content in excess of 100 to
140 grains of water per pound of dry air, respectively. Although both
temperature and moisture had en effect on the starting pressure ratio,
the minimum operating pressure ratio was affected only by moisture con-
tent. It was possible to operate the facility at & pressure ratio of
4.55 with moisture contents above spproximately 80 gralns of water per
pound of dry air; but when the moisture content of the elr was reduced
to approximately 7 grains, the minimum operating pressure ratlo inereased
to about 6.0.

In consideration of the results shown in flgure 5, the following
procedure was used to establish the design flow In the facility: (l) The
flow was started at a pressure ratio of about 5 by spraying water into
the air downstream of the driers in the renge of temperatures from
approximately 90° to 200° W (2) after the flow had started, the water
spray was turned off, the pressure ratio raised to about 6, and the
inlet air heated to approximately 528° F.

Effects of Condensatlion Shock

As indicated in reference 7, the moist inlet conditions, which per-
mitted esteblishment of flow in the supersonic nozzle, were favorable to

the formation of & condensation shock. Figure 6 shows that the supersonic-

nozzle wall static pressures for established flow were higher with moist
low~temperature air than with dry air et a temperature of 528° F and,
therefore, that at the inlet conditions which permitted sterting a con-
densation shock existed in the nozzle.

""'mm% :
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Tt waes initially believed that the presence of a condensation shock
might have lowered the Mach number of the air stream sufficiently to
cause the large effect of moist low-temperature alr on the starting
pressure-ratio requirements. Flgure 7 shows that the Mach number of
the alr stream determined from the pltot-tube rakes was only about 2
percent lower at inlet conditions for which a condensatlon shock wes
present than at inlet conditions for which the flow was free of a con-
densation shock. It was therefore concluded that the drop in the Mach
number of the supersonic nozzle due to condensation shock was not the
primary factor that resulted in the large effect of moist low-temperature
alr on the starting pressure-ratio requirements.

Boundary-Layer Considerations

A possible explanation for the effectiveness of moist, low-
temperature inlet air in reducing the starting pressure-ratio require-
ments may be found in the nozzle boundary-laeyer data. The effect of
the low-temperature high-humidity alr on the total-pressure profile
of the boundary layer may be seen in figure 8. Two profiles are shown,
one for normel operation of the nozzle with an inlet-air temperature of
528° F and a dew point of 5° F (7 grains of water per pound of 4ry air)
and the other for condltions that permitted starting at an inlet-air
temperature of 290° F and a dew point of 38° F (34 grains of water per
pound of dry air). Both profiles are with the flow sterted. Undoubtedly
a profile for unstarted flow would be different, but figure 8 can be used
to show the trend in the boundary layer with the change in inlet tempera-
ture and humidity.

The average total pressure of the boundary layer was hlgher with
the molst cool air than with the warm dry air used for normal operation,
with the difference in pressures amounting to about 20 percent near the
nozzle wall. The higher energy in the boundery layer with the molst
cool air would, of courge, tend to prevent flow seperation from the
walls of the nozzle; such separation probably existed during starting
attempts with the werm dry air. Better flow attachment to the walls
could improve the shock configuration in the nozzle and result in re-
duction of free-streem total-pressure losses. Energization of the
boundary laeyer by the use of moist cool air, therefore, may have re-
duced the over-all totel-pressure losses sufficiently to unchoke the
throat of the jet diffuser and thereby permit the flow to become

established 1ln the nozzle.

Another reason for believing that boundary-layer configuration is
involved in the starting problem is the fact that in this facility a
large proportion of the flow passing underneath the supersonic inlet is
boundary-layer air. A sharp pressure gradient from the flow around the
wedge fairing could increase boundary-layer difficulties in this critical

| 3205
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area. Unpublished date from the circuler facility of reference 3 (with-
out this critical point) indicate that nozzle-inlet conditions had no
appreciable effect on flow sterting pressure-ratio requirements. Some
lowering of the starting pressure ratlo with condensation shock was
noticed in the small-scale circular facillity of reference 1; however,

in the facillity of reference 1, boundary layer was a greater proportion
of the flow than in the larger facllity of reference 3.

A more thorough investigation than wes possible in this facility
would be necessary to show the menner in which molst, low-temperature
inlet air causes an increase of total pressure in the boundary layer.
At least three possibilities exist: (1) The boundaery layer would
receive energy from water droplets (from the condensatlion shock) enter-
ing the boundery leyer at near free-gtream velocity; (2) changes in the
boundary-layer temperature digtribution due to the lower initial tempera-
ture and temperature loss through evaporation of the condensed water
could influence the boundery-layer flow; (3) increaged boundary-layer
turbulence eould result from the presence of elther water droplets or
decreased temperature and become a mechanism for entraining high-energy
air in the boundery leyer.

Tt 1s recognized that the effect of moist low-temperature air on
the starting pressure-retio requirements of a facility is dependent on
the facllity design and that the method undoubtedly could not be applied
to all types of facility with success similar to that obtained in the
investigation reported herein.

PERFORMANGE OF FACILITY
Mach Number Distribution and Flow Angle

Mach numbers obtained from the two types of instrumentation (Wedge
and pitot-tube rakes) are compared in figure 9. The Mach numbers obtained
from the wedge rskes were lower than the Mach numberd obtalned from the
pitot-tube rakes, ranging from approximately 0.02 to 0.10 in Mach number
difference. The Mach numbers obtalned from the pitot-tube rskes, of
course, require the assumption that all the total-pressure loss occurs
aeross the normal shock shead of the pltot tubes. Although the Mach
numbers obtained from the wedge rakes involve no assumptions 1in theory,
chances for instrumentation error are greater than for the pitot-tube
ingtrumentation. It was felt, therefore, as shown 1n reference 8, that
the pitot-tube instrumentation was the more accurate and these values
were used.

Mach number distributions, which veried from -0.3 to 2.7 percent of

the design Mach number of 2.755, sre shown in figure 10 for various nozzle-
inlet pressures and over-all facillity pressure ratios. The data show that
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there were no appreciable variations in Mech number due to (1) changes
in the over-all facility pressure ratio from 5.3 to 8.1 at constant
supersonic~-nozzle-inlet temperature and pressure or (2) changes in the
inlet pressure from 1980 to 2685 pounds per square inch sbsolute at con-
stant inlet temperature and over-all pressure ratio. Thus as the inlet
pressures are changed to very the simulated altitude conditions, the
supersonic-flow characteristics remain unaffected.

The Mach number dlstribution across the nozzle was reasonably uni-
form, as indicated in figure 11(a), in which Mach number measurements
of floor and ceiling rakes within the Mach cone at respective stations
are superimposed. Figure ll(b) shows constant Mach number contours
obtained from the measurements within the Mach cone as shown in figure
11{a). The unweighted average Mach number of the flow within the Mach
cone was 2.76 with a variation of +1.5 percemnt. The maximum Mach number
was obtained near the floor at the center of the nozzle and gradually
decreased along the radius of the nozzle. The area-weightéd average
Mach number of the flow within the portion of the Mach cone captured
by the supersonic inlet was 2.765, as shown in figure 11(c).

The maximum deviatlon in flow angle as shown in figure 12 was il.7°,
which is considered a bit high but is probably caused by the inaccuracy
of measurements obtalned from the wedge rakes. A range of supersonic-
nozzle-inlet pressures and facility pressure ratios had no appreciable
effect on flow direction. In view of the relatively uniform Mach number
distribution and low angles of flow deviation, the quality of flow is
considered to be adequate to simulate the internal flow of the supersonic
inlet, thHe inlet diffuser, and the 48-inch ram-jet engine at a Mach number
of 2.76.

Pressure Distributions and Flow Observations

A compsrison of measured wall statlic pressures with theoretical
values along the length of the nozzle wall is shown in figure 13. The
measured static pressures are in close agreement with the theoretical
values.

Figures 14(a) and (b) show the boundary-layer profiles for the
floor and ceiling rakes, respectively. The plots show that the profiles
were not influenced by variations in inlet pressures or over-all pressure
ratios. The measured thickness of the boundary layer on the floor wes
approximately 2 inches as compared with the calculated thickness of 1.67
inches. The measured thickness of the ceiling boundary layer was approxi-
mately 2.25 inches as compared with a calculated thickness of 1.83 inches.

Shadowgrasph pictures for over-all pressure ratlos of 6, 7, and 8 are
shown in figure 15. 'The locatlion at which the shadowgraph pilctures were

3205
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taken is shown in the sketch on the same figure. Because the Jet-
chamber pressure was always higher than the nozzle-exit pressure, a
shock wave originated at the exit of the supersonic nozzle. The exit
shock wave fell downstream of the supersonic inlet, thus the internsl
flow to the ram-jet engine was not disturbed.

The performence of the Jet diffuser at two facility pressure ratios
can be seen in figure 16. Pressure distributions slong the jet-diffuser
outer contour are shown for established flow at pressure ratios of 7.98
and 5.28. At the higher pressure ratio, the minimum effective area of
the Jet diffuser sppeared to be located at station 15. This location
could be due to possible separation of the boundery layer and then
reattachment, and could eccount for the deceleration and acceleration
of the flow which terminates in & shock as indicated by the steep pres-
sure rise beginning at station 67 and ending approximately at station
126. At the pressure ratio of 5.28, which is close to the breakdown
value, the shock was moved upstream and appesrs to be very close to the
geometric throat.

CONCLUDING REMARKS

The design flow (Mach number of 2.755) could not be established in
the free-jet facility with dry inlet air at a temperature of 528° F and
over-all pressure ratios up to 11. The desired flow, however, was started
at an over-all pressure ratio as low as 5 by using low-temperature inlet
air with high molsture content. Energization of the boundary layer is
believed responsible for this change. It was necessary to meintain an
over-all pressure ratio of about 6 when the facility was operated at an
in%et-air temperature of 528° F with s dew-point temperature from 5° to
457 F (7 to 44 grains of water per pound of dry air).

The investigation showed the free-jet flow to be sufficiently uniform
iIn velocity and flow angle to satisfactorily simulste the internal flow
of the supersonic inlet, the inlet diffuser, and the 48-inch ram-Jjet
engine. The average-weighted Mach number of the inlet capture area was
2.765. The Mach number varied from -0.3 to 2.7 percent of the desi
Mach number of 2.755. The maximum angle of flow deviaetion was =L.7°.

Lewls Flight Propulsion Laboratory
National Advisory Committee for Aeronautics
Cleveland, Ohio, Januasry 22, 1954
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TABLE I. - NOZZLE COORDINATES
X, r, X, r, X, r,
in. in. in. in. in. in.
0 27.379 72.000 17.848 116.000 23.691
6.000 26.039 72.500 17.850 120.000 24.370
12.000 24.781 73.000 17.853 124.000 25.030
18.000 23.592 73.500 17.857 128.000 25.674
24.000 22.519 74.000 17.863 131.500 26.220
30.000 21.518 74.500 17.870 134.000 26.597
35.500 20.677 75.000 17.879 138.000 27.173
36.000 20.615 . 76.000 17.905 142.000 27.725
38.000 20.360 77.000 17.939 146.000 28.254
40.000 20.098 78.000 17.982 150.000 28.760
42,000 19.851 79.000 18.035 154.000 29.212
44,000 19.611 80.000 18.098 158.000 29.603
46.000 19.395 81.000 18.172 162.000 29.9865
48.000 19.184 82.000 18.255 166.000 30.306
50.000 18.996 83.000 18.346 170.000 30.627
52.000 18.813 83.500 18.394 174.000 30.929
54,000 18.635 84.000 18.443 178.000 31.213
56,000 18.463 86.000 18.666 181.500 31..448
58.000 18.313 88.000 18.912 184.000 31.608
60.000 18.185 90.000 19.180 188.000 31.844
62.000 18.074 g92.000 19.468 192.000 32.064
64 .000 17.984 94.000 13.776 196.000 32.268
66.000 17.917 96.000 20.101 200.000 32.452
67.000 17.891 98.000 20.443 204.000 32.602
68,000 17.873 100.000 20.801 208.000 32.730
69.000 17.858 102.000 21.171 212.000 32.837
69.500 17.853 104.000 21.543 216.000 32.927
70.000 17.850 106.000 21.913 220.000 33.009
70.500 17.848 108.000 22.278 224.000 33.084
71.000 17.847 110.000 22.639- 228.000 | 33.145
71.500 17.847 112.000 22.995 230.123 33.169
Floor
}\\_________—_—”’——j;___—__——- X, Distance below
! - _ {, in. center line,
1 \ in.
0 > 0.652 1t 5 5
71.000 .058
83.500 .068
230.123 .8632
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- Froe-jst Installatlon.

Flgure 1.
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Dimensionlegs nozzle statlc pressure, p/Pn
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Figure 4. - Static-pressure distribution for unstarted flow.
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Figure 4. - Concluded. Static-pressure distribution for unstarted flow.
Nozzle-inlet temperature, 452° F; dew point, 36° F; air flow, 191 pounds
per second; pressure ratio, 9.76; nozzle-inlet pressure, 3100 pounds per
gquare foot sbsolute.
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Dimenslonless nozzle static pressure, p/l’n

NACA RM ES4A19
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Mach pumber, M

23

Nozzle-inlet Dew Air flow, Pressure Nozzle-inlet
temperature, point, lb/ sec ratio bressure,
T, OF P
n n’
°F lb/sq £t abs ;
o) 310 80 130 7.3 1927
(| 507 43 120 8.0 2015
o 543 38 117 7.0 1955
2.85
L é\ -
|1
0___0—*\0_ '\-{P\
N~ | A
)
2.65
(2) Rake 2.
2.90
i]-‘:\ /&
2.80 ;; -
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Distance from floor, in.
(b) Reke 4.

Figure 7. - Mach number decrease due to effects of conden-
satlon shock.
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1.1

Dimensionless boundary-layer total pressure, Pb/Pn

1.0

NACA RM ES4A19
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Pigure 8. - Influence of moist air on boundary-layer total

pressure.
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Mach number, M
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Figure 9. - Bupersonic-nozzle Mach number comperisons with
pltot-tube and wedge rakes.
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Mach number, M

NACA RM ES54A1S
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Figure 9. - Continued. Supersonic-nozzle Mach number
comparisons with pitot-tube and wedge rekes.

AL E Y,

Gnze



YAV

NACA RM ES4A1S

Nozzle-inlet Dew Air flow, Pressure Nozzle-inlet
temperature, point, lb/sec ratio pressure,
Tp» OF Py
O 1b/sq £t abs |
(o} . 543 38 117 7.9 1985
Q 545 35 117 7.0 1980
o 545 35 117 6.0 1980
v 545 35 117 5.3 1980
2.9
2,3‘===a===§;~‘§
N o
=
g 2.7 —
rg "" (a) Reke 2; varisble pressure ratio with constant inlet
g 2.9 tem@erature and pressure
E
2.8 *ﬁ\
2'72.5 5.0 7.5 10.0 12.5 15.0 17.5

Distance from floor, in.

(b) Rake 4; varisble pressure ratlo with constant inlet
temperature and pressure.

Figure 10. - Mach number distribution from floor rskes.
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Mach number, M
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NACA RM ES54A19

Nozzle-inlet Dew Air flow, Pressure Nozzle-inlet
temperature, point, lb/sec ratio pressure,
Tn’ oF Pn,
°F 1b/sq £t abs
1% 543 38 117 7.9 1985
uj 535 35 140 8.1 2360
<O 507 35 160 7.9 2685
2.9
2.68—
N ===-1h=-5£==:4
2.7
(c) Rake 2; variable inlet pressures with constant pressure
2.9 ratio and temperature.
T .
2.8 \Q/
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Figure 10. - Concluded.
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Figure 11. - Supersonic-nozzle Mach nunber distributions.

SIVPSE JI VOVN

e et R

62




30

RACA RM ES54A19
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Figure 11, - Concluded. &zperﬂonic—nozzle Mach nurber distributions.
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0o

Nozzle-inlet
temperature,

2
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Dew Air flow, Pressure Nozzle-inlet
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oF P
n?
1b/sq £t ebs
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(c) Reke 4; constant pressure ratio; floor wedge rekes.

| 7

-1

-3
2.5

5.0

7.5 10.0 12.8 15.0 17.5
Distance from floor, in.

d) Reke 5; constent pressure ratio; floor wedge rakes.
2 s

Figure 12. - Comperison of flow-angle deviation with varisble
alr flows.
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Nozzle-inlet Dew  Air flow, Pressure Nozzle-inlet

tempersture, point, Ib/sec ratio pressure,
. Ths oF )
°F Ib/sq £t abs

Ts}
Q o] 530 11 100 6.91 1670
L O 530 4 120 7.03 2018
o s12 6 140 7.3 2417
v 477 6 160 7.5 2715

\IJ/W

-1
(e) Rake 1; constant pressure ratio; ceiling

wedge rakes.

- 1$=_

-1 |
(£) Rake 2; constant pressure ratio; ceiling

wedge rakes.

=

Flow angle, 0, deg
[

e

-t (g) Rake 4; constant pressure ratio; ceiling
1 wedge rakes.
—_—
125 5.0 7.5 10.0 12.5  15.0

Distance from ceiling, in.

(h) Rake 5; constant pressure ratio; ceiling
wedge rakes.

Figure 12. - Concluded. Comparison of flow-
angle deviation with variable air flows.

ffﬁﬁégg?eﬁzmni



SRREERRR R

Dimengionlass noxzle ptatlc pressure, p/En

o

4
—

———Thea
O Experimental

oret

1loal

.8 ‘i{
}
LY

o 1%

\

Y

\
\\
A\
AN\
N
Throat \ \\‘\
: ‘U\:\w\i‘-: —
[ L

Q 20 40 80 B0 100 140 180 180 20'0 220 240

120
Hozzle station

Plgura 13. - OComparison of axparimental and theorstical nozrle

o)
%

47

| s ]

BTVPSH WY VDVN




NACA RM ES4A19

Dimensionless boundary-layer total pressure, Pb/Pn

.35
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(a) Floor; varisble air flow; constant pressure ratio.

Distance from floor, in.

Figure 14. - Boundary-layer profiles.

¥ TVCONPIDENEIAL

Nozzle-inlet Dew  Alr flow, Pressure Nozzle-inlet
temperature, point, lb/ sec ratio Pressure,

Tn, OF Pn,

°F lb/ sq fv abs
o 534 10 100 7.00 1616
< 425 17 140 7.05 2358
.g] 492 19 160 7.08 2705
_ 457 24 180 7.15 2900

7
.5 1.0 1.5 2.0 2.5
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temperature,

Ty
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point, lb/ sec ratilo pressure,
°F Pps
n
1b/sq £t abs
6 120 8.03 2031
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Figure 14. - Concluded. Boundary-layer profiles.
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Dimensionless static pressure on Jet-diffuser outer wall, P/Pa,
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Qo

Nozzle-inlet Dew Alr flow, Pressure Nozzle-inlet

temperature, point, 1bfsec -
Tps oF o
°p
528 S 120
545 40 117

ratio pressure,
P,
1b/sq £t abs
7.98 2007
5.28 1955

/>/°

V.

! / End of jet
diffuser -
.3
Minimum area
'20 40 80 120 160 200 240

flow.

Station, or distance slong wall of Jet diffuser, in.
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